
VICINAY
Cemvisa

Polipastos manuales
Chain and lever blocks

Maquinaria de elevación y transporte Lifting and handling machinery
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DELEGACIONES / BRANCHES

Barcelona
C/ Nou Pins, 78
08016 Barcelona
Tel.:	 933 506 187
delegacionbarcelona@vicinaycemvisa.com

Madrid
C/ Cañada, 41 Pol. Ind. Torrejón, 1
28850 Torrejón de Ardoz
Tel.:	 916 756 490
delegacionmadrid@vicinaycemvisa.com

Gijón
Avda. de Oviedo, 9 - Bajo
33211 Gijón (Asturias)
Tel.:	 985 363 135
delegacionasturias@vicinaycemvisa.com

Plaza Sagrado Corazón, 4 Planta A
48011 Bilbao (Spain)
Tel.:	 +34 944 891 150 / 160
	
www.vicinaycemvisa.com
comercial@vicinaycemvisa.com
export@vicinaycemvisa.com

Miembro de la F.E.M. (Federación Europea de la Manutención)
Member of the F.E.M. (European Federation of Materials Handling and Storage Equipment)

Características

Cárteres de acero.
Ejes, piñones, nuez y ganchos de acero tratado.
Cadena de carga Grado 80 calibrada.
Ganchos, piñones y ejes con rodamientos.
Freno automático instantáneo.
Coeficiente de seguridad 5.

Polipasto de palanca, de 250 a 9.000 kg. 
Dotado de desembrague para el ajuste de la cadena.

T.P.K.

PAK TPK  05/17

General Features

Pressed steel body
Shafts, pinions and hooks made of high resistance steel.
Grade 80 load chain.
Hooks, gears and shafts with ball bearing.
Instantaneous self operated brake.
Safety factor: 5.

Lever hoist, from 250 to 9.000 kg. 
Equipped with a clutch to enable the easy fitting of the chain.

Opciones

Cadena cincada.
Cadena inoxidable.
Ejecución ATEX.

Options

Zinc plated chain.
Stainless steel chain.
ATEX execution. 

P.A.K.
Polipasto de alta resistencia, de 500 a 20.000 kg.

High resistance hoist, from 500 up to 20.000 kg.

Capacidad 
de carga

W.L.L.

kg

Ramales 
de cadena
Chain falls

Dimensiones 
cadena
Chain 

dimensions

mm

Peso neto *
Net 

weight *

kg

Fuerza 
sobre la 
cadena
Effort on 

chain
N

500 1 5 x 15 10,7 249

1000 1 6,3 x 19 12,2 284

2000 2 6,3 x 19 18,2 294

3000 2 7,1 x 21 29 343

5000 2 9 x 27 41 372

10000 4 9 x 27 78,5 382

20000 8 9 x 27 190 382

Capacidad 
de carga

W.L.L.

kg

Ramales 
de cadena
Chain falls

Dimensiones 
cadena
Chain 

dimensions
mm

Peso neto
Net weight

kg

Fuerza sobre la 
palanca de mando

Effort on lever

N

250 1 4 x 12 2 125

750 1 6 x 18 5,72 265

1500 1 7,1 x 21 9,37 295

3000 1 10 x 28 17,13 335

6000 2 10 x 28 21,92 370

9000 3 10 x 28 38,77 420

* sin cadena
  without chain


